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Tenute Meccaniche Radiali



TMR

EUROSEAL® TMR è una tenuta meccanica radiale
per alberi adatta a numerose applicazioni come
ventilatori, agitatori, mescolatori per liquidi e/o
polveri, coclee e rotocelle, filtri rotativi orizzontali
o verticali, compressori, pompe, valvole e turbine.
Costituisce una valida alternativa alle tenute
meccaniche frontali e alle baderne. Le notevoli
prestazioni di EUROSEAL® TMR sono assicurate
dai labbri in Gylon® resistenti all’usura,
autolubrificanti e inerti chimicamente. Al fine di
assicurare una tenuta efficace, la superficie
antagonista deve essere trattata nella rugosità
(1< R t < 4 μm) e nella durezza (70 HRC).

PROPRIETA’ TECNICHE
TECHNICAL PROPERTIES

TMin ‐90 °C

TMax 250° C

PMax 25 bar

Speed 45 m/s
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STRAORDINARIO POTERE DI TENUTA

EUROSEAL® TMR is a radial shaft seal which can
be installed in several industrial applications, such
as fans, mixers, compressors, pumps and
turbines. In addition, it can be an alternative to
rontal mechanical seals and braided packings. The
outstanding performance of EUROSEAL® TMR is
granted by Gylon® lips which are wear resistant,
chemically inert and self-lubricating. The counter
surface has a high impact on the sealability of the
system. Therefore, it needs to be treated in its
abrasiveness (1<R t<4 μm) and hardness (70
HRC).

EXTRAORDINARY SEALING POWER

Since all properties, specifications and application parameters shown throughout this catalogue are approximate and may be mutually influenced, your specific application should not be undertaken without independent study and evaluation for
suitability. All technical data and advice given is based on experiences GENERAL PACKING ITALY® has made so far. Failure to select proper sealing products can result in damage and/or personal injury. Properties, specifications and application
parameters are subject to change without notice. GENERAL PACKING ITALY ® does not undertake any liability of any kind whatsoever. Please note: the color of the actual product might vary from the above image on this data‐sheet.

Pressione: fino a 10 bar.
Tra il labbro di tenuta in Gylon e la cassa in
metallo è inserita, come elemento compensatore,
una guarnizione in Gylon blu 3504.

EUROSEAL® TMR Standard

Pressure: up to 10 bar.
A Gylon Blue 3504 style gasket is located
between the Gylon lip and the metal housing and
works as a compensator.

EUROSEAL® TMR Standard

Per applicazioni speciali sono disponibili tenute
meccaniche radiali su misura, anche a più labbri.
Pressione: da vuoto a 25 bar

EUROSEAL® TMR Special

Special radial shaft seals are available on
demand, even with multiple lips.
Pressure: from vacuum up to 25 bar.

EUROSEAL® TMR Special
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